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A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A TWIN 50 FT./ 50 FT. MAST F ol 0
ARMs TRAFFIC SIGNAL HEADS, COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN - BOTTOM ARM _ 20'-1"

PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ C e D | YELEPHONE | 502"
“PUSH BUTTON TO CROSS FREDERICK ROAD”). AND VIDEO DETECTION CAMERA MOUNTED ON MAST ARM. M)~ = CABLE 51"
(INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE). X | M) | JELEPHONE 263

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL PGLE WITH A 50 FT. MAST ARM (CUT TO 42 FT.), 5 A i \ \ FIBER 5 gn |
TRAFFIC SIGNAL HEADS, COUNTDOWN PEDESTRIAN SIGNAL HEAD, AND SIGNS. (INSTALL 1-2 IN. AND Wi G D -é; 2 | TWISTED PRIM. 268"

1-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE). | (V) m=" iR Vo guvwire T Seggn SPECIAL NGOTES:

C. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 38 FT. MAST ARM, TRAFFIC w SECONDARY 354"
SIGNAL HEADS AND SIGNS. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80. 90 DEGREE PVC TELEPHONE  20-11* =] || 3 I | \\ CECONDARY 339" 1. THE CONTRACTOR SHALL NOT BLOCK VIEW OF EXISTING
ELECTRICAL CONDUIT BENDS IN POLE BASE). TELEPHONE ~ 21-10*| [£'3" 3 iy e BEIMARY 20" 1 SIGNAL INDICATIONS DURING INSTALLATION OF MAST ARM.

®* BREAKAWAY BASE. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON- INSTALLED WITHoVIBRATING CABLE = 28 || 15l 2 | IF NEW MAST ARM CANNOT BE INSTALLED DUE TO CONFLICT

, TELE 26'-11"| | | - = WITH EXISTING SIGNAL INDICATIONS OR SPAN WIRES, A

ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS FREDERICK FIBER 2711+ (O W % * SIGNAL OUTAGE SHALL OCCUR DURING NON—PEAK HOURS
ROAD”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). TWISTED PRIM. 32-8" | | 2 I’ L AS DIRECTED BY THE ENGINEER.

©- FUOIE EXISTING SIDOMLK. ( JNSTALL 2 N SCHERLE g PYC ELEGTRICAL GONDULT . TRENES scowony™ g0 |12 | 2 JLLL T

: . . SECONDARY  34-10"| |© < - 2. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL

F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. Z UTILITIES. CONTRACTOR SHALL TEST P1T 10 DETERMINE EXAGT

G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED. o LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR T0

H. INSTALL EMBEDDED BASE MOUNTED METERED SERVICE PEDESTAL WITH 2-2 IN. AND 1-4 IN. SCHEDULE 80, . : INSTALLING SIGNAL EQUIPMENT
90 DEGREE PVC CONDUIT BENDS IN PEDESTAL BASE. | .

J. INSTALL 12 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC v

PAVEMENT MARKING FOR CROSSWALKS.

K. Irgﬂéhﬁ%migkI%Agospg%gnilggns PERMANENT PREFORMED THERMOPLASTIC GENERAL NOTES

L. INSTALL SIDEWALK RAMP (STANDARD NO. MD 655.12) AND DETECTABLE WARNING SURFACE. (SEE BRICK 1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE

y Igg¥§ELD§mgﬁOEE SHEET 4). FINAL SIDEWALK OR CURB GRADE.FOR CLOSED SECTIONS, HIGHEST

N. REMOVE EXISTING STRAIN POLE AND POLE MOUNTED CABINET AND CONTROLLER. REMOVE | ﬁgAggéEIE?EEI‘;ﬁ ﬁSASEGFgg,OﬁgNJg%%?N% g?a'f%g ,E,BEQ’?QNSE?

THE CONTROLLER AND AL AUXILTARY EQUIPENT FROM THE CABINEy - A-L BE NOTIFIED TO REMOVE THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR 1O THE

0. REMOVE EXISTING MAST ARMS AND CUT. CLEAN. GALVANIZE, AND CAP MAST ARM POLE 10 FEET ) %ﬁgTéb§¢gi8¥ongﬁktLS\IIERU%;;YEgEE_Pg%gEéGROUND UTILITIES PRIOR TG

ABOVE BASE PLATE. INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN ‘ |
2 INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS

PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ

“PUSH BUTTON TO CROSS FREDERICK ROAD”). SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

P. REMOVE EXISTING PEDESTRIAN POLE, PEDESTRIAN SIGNALS. SIGNS AND PUSHBUTTON. REMOVE 3. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE
FOUNDATION 12 INCHES BELOW GRADE. * SHA ENGINEER.

Q. REMOVE EXISTING HANDHOLE. 4. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS

R. REMOVE EXISTING SIDEWALK AND INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. PRIOR TO INSTALLATION. 67
REPLACE 4 INCH CONCRETE SIDEWALK. - 6. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECGOME THE

S. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT — TRENCHED FOR PROPOSED UNDERGROUND PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL. STATE OF MARYLAND
ELECTRICAL SERVICE. - 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL Whi+man. Requard+t DEPARTMENT OF TRANSPORTATION

T. CAP AND ABANDON EXISTING CONDUIT. | CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. . STATE HIGHWAY ADMINISTRATION

OGP G, TS 1o, *LSROMNGRL DoAY | OOF DETECTOR ChaLs G EMRET R AAE TS 8 LobuTNDSED ST, ChLe; e o 0 T ¢ S

' ’ . 9. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A :

V. REMOVE EXISTING SIDEWALK. INSTALL 4 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT — TRENCHED PERSON IN A WHEELCHAIR FROM A 60“x60” LEVEL LANDING AREA. A LEVEL 801 South Caroline Street TRAFFIC ENGINEERING DESIGN DIVISION
FOR PROPOSED UNDERGROUND ELECTRICAL SERVICE. CAP AND MARK CONDUIT 2 FT. ABOVE GRADE LANDING AREA IS AN AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%. Baltimore, Maryland 21231 MD 144 (FREDERICK ROAD) AND
AEMBVE By chons EOR USE BY OFHERS. REPLACE 4 IN. CONCRETE SIDEWALK. 10.PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A WHEELCHAIR LOCATED (410) 235-3450

V% ‘;‘g'ggXELEﬁ1ﬂ;lNgvg‘\ggﬁggwﬂ‘géIQLE'(-:.IF%C%EY%E!DS{QPEI.,N.EQNCHED ON THE LEVEL LANDING AREA, DOES NOT HAVE TO REACH MORE THAN 18 IN. - PARADISE AVENUE

. . A : _ | _ 11.THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF

¥ INSTALL NEWASIZE el BASE MOUNTED CONTROLLER AD CABINET, | (INSTALL 2-2 IN. D 24 IN. PUSHBOTTON 10 FACE OF 'PUSHSUTTON. NOT cENTER 10 CENTER O COLe.

Z. REMOVE EXISTING SIDEWALK RAMP AND INSTALL 4 IN. CONCRETE SIDEWALK AND 12-@3%821‘?‘&0%@55%8 ARE TO BE PARALLEL TO THE CROSSING FOR WHICH \ APPROVALS / REVISIONS TRAFFIC SIGNALIZATION PLAN
STANDARD TYRE A COMBINATION CURB AND GUTIER. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET 7 | - o0

AA.INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY - 13.LOCATION OF SHBUTTONS MUST ME \ <<’\,/ SCALE__ 1" = 20'  DATE ____ 7-7-83 CONTRACT NO.
BASE, COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FIG. 4E—02 AND THE S
INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ “PUSH LATEST EDITION OF THE NCHRP PUBLICATION, "ACCESSIBLE PEDESTRIAN S l L L] DESIGNED BY COUNTY BALTIMORE
BUTTON TO CROSS FREDERICK ROAD”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC SIGNALS: GUIDE TO BEST PRACTICE.' IF NOT MET, THE CONTRACTOR IS TG STOP REVISION NG 1 " oSS EAST LEG
ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). WORK UNTIL THE CONFLICT IS RESOLVED. IF NECESSARY, A WAIVER SHALL BE NN CONTRACT N0 ATS125155 DRAWN BY W.R. SMITH LOGMILE

BB.CUT, CLEAN, GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE. OBTAINED, SIGNED BY THE DIRECTOR., OFFICE OF TRAFFIC AND SAFETY. S 3/26/08

CC.INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. (TIE PROPOSED CONDUIT INTO 14.ALL HANDHOLES SHALL BE INSTALLED AT FINAL GRADE. < BRO | NML | | ] | CHECKED BY TIMS NO.
EXISTING CONDUIT BEND IN POLE BASE. | 15.THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS N RECONSTRUCT TRAFEIC STGRAL 7 FAP NO. 70D NO.

DD.REMOVE EXISTING PAVEMENT MARKING LINE — STOPLINE. CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT. \ stows - © oo
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